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Dear Sirs 
   
PROPRIETARY ARTICLE CERTIFICATE 
Quote Reference Number: 4723629 dated 05.02.2024 
 
This is to confirm that the attached Appendix A list mentioned part number is the proprietary item of 
M/s Agilent Technologies Singapore (International) Pte. Ltd. or its affiliated group of company 
(collectively, “Agilent”).  

 
M/s Agilent is the sole manufacturer of this article (with specs). 
 

 
 
Cheong Cheng Hua 
Director 
 
enc. 
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Appendix A 

 

 

Part No.   Description 

 

CP7405            CP-Wax 51 for Amines 25mx 0.25mm x 0.2um 

5183-4757        Non-Stick BTO Inlet Septa 11mm 50 pk Non-Stick Bleed & Temperature Optimized 11mm inlet    

                        septa; max temp 400c in Tri-Fold Blister Pack of 50 

5181-3323        |Ferrule, 0.4 mm ID, 15% Graphite/85%Vespel, 0.1-0.25mm columns short, 10/pk 

5080-8853        Ferrule, 0.5mm ID, Graphite, 0.1-0.32mm column, short, 10/pk 

5188-6535        Certified screw top vial, 2 mL, amber, 100/pk 

5185-5820        Blue screw caps,PTFE/red sil septa,500pk 

123-9134          DB-ALC1 30m, 0.32mm, 1.80um 

123-7012          DB-WAX 15m, 0.32mm, 0.25um 

 




